
 
 

 
 
 
 



 
 
 

  

 

Width for the room: at least 8 m 

Length for the room: the machine length is 5.3m, the length of the room 

depends on your spreading table. 

Height for the room:at least 2.5m, if your room is much higher than 3.5m, 

you need to prepare a frame to hold the cables above the machine. 

Weight of machine:2850 Kg 

Power Requirement：（50HZ、60HZ，Voltage±5%，PF=0.8） 
Three 
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Vacuum Pump  
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Wiring System 
 

20KW 380V 50A L1、L2、L3、G 

 

 

 

 

 

Air Supply Requirements: 
 
 
 

 
 

Single 

-phase  

Voltage 
 

Electric 
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Wiring System 

Machine and 
computer 

220V 20A L、N、G 

Air Pressure 0.8MPA 

Air Flow 0.35m³/min 

Requirements: 

http://www.baidu.com/link?url=ebir7jqRPhGQj55GKPE_dPlk_digtqDwj00U-fJoa2Nk9zrsghwxLJlasemVOiG1KijXs6K1adkAYuJ30NlEFaj5lqrzxAtdlUO5BnUryMHxym6HTPU8nbBpXLl-g9Em&wd=&eqid=ba8baf150003bdc0000000065926807a
http://www.baidu.com/link?url=ebir7jqRPhGQj55GKPE_dPlk_digtqDwj00U-fJoa2Nk9zrsghwxLJlasemVOiG1KijXs6K1adkAYuJ30NlEFaj5lqrzxAtdlUO5BnUryMHxym6HTPU8nbBpXLl-g9Em&wd=&eqid=ba8baf150003bdc0000000065926807a
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Tools will be used in installing GLS2520 
 

 

Depth vernier caliper 

 
 

 

 

 

 

 



 

 

 

Two sets of Allen wrench  

 

 
 

 
 



 

 

 

Telescopic ruler（recommend） 

 
 

 

 

 

 

 



 

 

Square ruler 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

tape measure 

 
 

 

 

 

 

 

 

 



 

Red light level instrument 

 

 

 
 


